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Glossary of Acronyms, Terms, and Abbreviations

ABC — Approved Budget for the Contract.
BAC —Bids and Awards Committee.

Bid — A signed offer or proposal to undertake a contract submitted by a bidder in response to and
consonance with the requirements of the bidding documents. Also referrdértpasalandTender.
(2016 revised IRR, Section 5[c])

Bidder — Refers to a comactor, manufacturer, supplier, distributor and/or consultant who submits a
bid in response to the requirements of the Bidding Documents. (2016 revised IRR, Section 5[d])

Bidding Documentsi The documents issued by the Procuring Entity as the bases$ofurnishing
all information necessary for a prospective bidder to prepare a bid for the Goods, Infrastructu
Projects, and/or Consulting Services required by the Procuring Entity. (2016 revised IRR, Section 5[¢

BIR —Bureau of Internal Revenue.
BSP-Bangko Sentral ng Pilipinas.

Consulting Services— Refer to services for Infrastructure Projects and other types of projects or
activities of the GOP requiring adequate external technical and professional expertise that are beyc
the capability andfocapacity of the GOP to undertake such as, but not limited to: (i) advisory and
review services; (ii) prenvestment or feasibility studies; (iii) design; (iv) construction supervision; (v)
management and related services; and (vi) other technical seorigpecial studies. (2016 revised
IRR, Section 5[i])

CDA - Cooperative Development Authority.

Contract — Refers to the agreement entered into between the Procuring Entity and the Supplier |
Manufacturer or Distributor or Service Provider fsocurement of Goods and Services; Contractor
for Procurement of Infrastructure Projects; or Consultant or Consultingféiirfifrocurement of
Consulting Services; as the case may ag,recorded in the Contract Form signed by the parties,
including all atachments and appendices thereto and all documents incorporated by reference there
CIF 1 Cost Insurance and Freight.

CIP 1 Carriage and Insurance Paid.



CPI'i Consumer Price Index.

DDP-Ref ers to the quoted pricedaftytipai @odds,
DTl —Department of Trade and Industry.

EXW — Ex works.

FCA-“Free Carrier” shipping point.

FOB-“Free on Board” shipping point.

Foreign-funded Procurement or ForeignAssisted Project Refers to procurement whose funding
source is froma foreign government, foreign or international financing institution as specified in the
Treaty or International or Executive Agreement. (2016 revised IRR, Section 5[b]).

Framework Agreement— Refers to a written agreement between a procuring entity simpldier or
service provider that identifies the terms and conditions, under which specific purchases, otherwi
known aGf f“sCa’l lare made for the duration of
contract between the procuring entity anglidder(s) granting the procuring entity the option to either
place an order for any of the goods or services identified in the Framework Agreement List or not b
at all, within a minimum period of one (1) year to a maximum period of three (3) yeaBB(GP
Resolution No. 2:22019)

GFI — Government Financial Institution.
GOCC - Governmenbwned and/orcontrolled corporation.

Goods — Refer to all items, supplies, materials and general support services, except Consultir
Services anthfrastructure Projects, which may be needed in the transaction of public businesses or
the pursuit of any government undertaking, project or activity, whether in the nature of equipmen
furniture, stationery, materials for construction, or personapgity of any kind, including nen
personal or contractual services such as the repair and maintenance of equipment and furniture, as
as trucking, hauling, janitorial, security, and related or analogous services, as well as procurement
materials and uppl i es provided by the Procuring En
“anal ogous services” shall include, but i s
advertisements, health maintenance services, and other services legsaheaoperation of the
Procuring Entity. (2016 revised IRR, Section 5][r])

GOP — Government of the Philippines.

GPPB — Government Procurement Policy Board.

INCOTERMS 7 International Commercial Terms.

Infrastructure Projects — Include the construction, improvement, rehabilitation, demolition, repair,
restoration or maintenance of roads and bridges, railways, airports, seaports, communication faciliti
civil works components of information technology projects, irrigatiompdlaontrol and drainage,

water supply, sanitation, sewerage and solid waste management systems, shore protect
energy/power and electrification facilities, national buildings, school buildings, hospital buildings, an



other related construction projectsthe government. Also referred to @sil works or works (2016
revised IRR, Section 5[u])

LGUs 1 Local Government Units.

NFCC i Net Financial Contracting Capacity.

NGA T National Government Agency.

PhilGEPS - Philippine Government Electronic Prgement System.

Procurement Project— refers to a specific or identified procurement covering goods, infrastructure
project or consulting services. A Procurement Project shall be described, detailed, and schedulec
the Project Procurement ManagememtrRprepared by the agency which shall be consolidated in the
procuring entity's Annual Procurement Plan. (GPPB Circular N@0Q® dated 17 July 2019)

PSAT Philippine Statistics Authority.

SEC1 Securities and Exchange Commission.

SLCC 1 Single Largst Completed Contract.

Supplier — refers to a citizen, or any corporate body or commercial company duly organized an
registered under the laws where it is established, habitually established in business and engaged ir
manufacture or sale of the meacitise or performance of the general services covered by his bid.
(Item 3.8 of GPPB Resolution No.-P®19, dated 23 May 2019). Supplier as used in these Bidding

Documents may likewise refer to a distributor, manufacturer, contractor, or consultant.

UN T United Nations.
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PITC

PHILIPPINE INTERNATIONAL TRADING CORPORATION

National Development Company (NDC) Building, 116 Tordesillas Street, Salcedo Village, 1227 Makati City

INVITATION TO BID FOR THE SUPPLY AND DELIVERY OF
126 UNITS BRAND NEW 1,000GALLONS CAPACITY
FIRETRUCKS FOR THE BUREAU OF FIRE PROTECTION
NATIONAL HEADQUARTERS (BFP-NHQ)

1. The Philippine International Trading Corporation(PITC) and Bureau of Fire
Protection National Headquarters (BFPNH@hrough theseneral Appropriation Act
(GAA) FY 2016 andGAA / SAGF FY 2017 PITC AR No. TL-2017049 dated October
10, 2017 and TL:2017063 dated December 29,20} intend to apply the sumf Pesos:
One Billion Eight Hundred Eighty One Million Four Hundred Seventy Three
Thousand Nine Hundred Ninety Two & 02/100 B 1,881,473,992.02)being the
ABC to payments under the contract forthe Supply and Delivery of 126 Units
Brand New 1,000 Gallons Capacity Firetrucks for the Bureau of Fire Protection
National Headquarters (BFRNHQ). Bids received in excess of the ABC shall be
automatically rejected at bid opening

2. The Philippine International Trading Corporation (PITC) and Bureau of Fire
Protection National Headquarters (BFRNHQ) now invite bids for the above
Procurement ProjectDelivery of the Goods is requires follows:

ACTIVITY /
TRANCHE

Prototype Model | Within sixty (60) calendar daysipon

TIMEFRAME QUANTITY

receipt of the Notice to Proceed One (1) Unit
First Tranche Within ninety-two (92) calendar days aftd Thirty-One (31) Units
the approval of prototype including the prototype

Second Tranche | Within ninety-one (91) calendar days aft

the due datef the First Tranche Thirty-Two (32) Units

Third Tranche Within ninety-one (91) calendar days aft

the due date of the Second Tranche Thirty-Two (32) Units

Fourth Tranche Within ninety-one (91) calendar days aft

the due date of the ThifEranche Thirty-One (31) Units

Three Hundred Sixty-Five (365) One Hundred Twenty-

TOTAL calendar days excluded the prototype | Six (126) Units
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However, if payment is through a Letter o
LC opening must be issued/made to PITC within seven (7) calendar days from receipt

of Notice of Award and payment of the L/C opening charges within seven (7) calendar

days from receipt of the adse to pay said charges. Also, Single Administrative
Document (SAD) must be submitted within seven (7) calendar days upon receipt of the
Notice to Submit SAD. Otherwise, the period for delivery shall be reckoned from date

of recept of the Notice to Proceed.

Note: L/C must be issued by a Government Servicing Bank (pursuant to GPPB
Circular No. 052019 dated 22 April 2019).

Delivery Place:National Fire Training Institute (NFTI), Camp Vicente Lim, Calamba,
Laguna

Bidders should have completed, withime last ten (10) yearsfrom the date of
submission and receipt of bids, a contract similar to the Project. The description of an
eligible bidder is contained in the Bidding Documents, particularly, in Section Il
(Instructions to Bidders).

3. Bidding will be conducted through open competitive bidding procedures using a non
di screpasstfatarcy it eri on as specified in the
and Regulations (IRR) of Republic Act (RA) No. 9184.

4. Bidding is open to all interested bidders, whether local or foreign, subject to the
conditions for eligibility provided in the 2016 revised IRR of RA No. 9F84vided:

1 Iflocal manufacturer/assembler: must have been in the business of manufacturing
firetrucks @ rescue truck vehicle in the Philippines for the last fifteen (15) years.

1 If authorized Philippine distributor: must have been in the business of selling
firetrucks or rescue truck vehicle in the Philippines for the last fifteen (15) years.

1 If foreign manufacturer: must entémto a Joint Venture with a Philippine
distributor who has been in the business of selling firetrucks or rescue truck
vehicle in the Philippines for the last fifteen (15) years.

5. Prospective Bidders may obtain furthefoimation from Philippine International
Trading Corporation (PITCand inspect the Bidding Documents at the address given
belowfrom Monday to Friday between 9:00AM to 2:00PM.

Philippine International Trading Corporation
3/F, NDC Building, 116 Tordesillas St.
Salcedo Village, 1227 Makati City
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6. A complete set of Bidding Documents may be acquired by interested Baldeisg
09 October 2020(Friday) from the given address and webgjebelow and upon
payment of theapplicable fee for the Bidding Documents, pursuant to the latest
Guidelines issued by the GPPB ainon-refundable amount of Pesos: Sevent¥five
Thousand only (PhP75,000.00Y he Procuring Entity shall allow the bidder to present
its proof of payment for the feesthrough electronic means
(baclsecretariat@pitc1973.onmicrosoft.com

Pleasdook for the following BAC Secretariat from the abovementioned address

Monday Jane Arcilla / Vivian Villanueva
Tuesday Irissa Ordillano / Vivian Villanueva
Wednesday Jane Arcilla / Vivian Villanueva
Thursday Irissa Ordillano

Friday Irissa Ordillano

It may be also downloaded free of charge from the website of the PhilGEPS and the
PITC website. However, only those who have paid the cost of Bidding Documents at
least one (1) day before the submission of their bids will be allowed to bid.

Bidders may py for the cost of Bidding Documents thru any of the following modes
of payment:

1. Cash Payment

PITC Cashier will be available from Tuesday to Thursday between 10:00 AM
to 02:00PM.

OR
2. Cash Deposit
Interested Bidders may send a request letter for Bank Details to the BAC Secretariat

c/o Ma. Theresa Elima atyette.elima@pitc1973.onmicrosoft.comhereafter, proof
of payment must be emailédck to the BAC Secretariat.

7. The Philippine International Trading Corporation (PIT@)ill hold a Pre-Bid
Conference orl6 October 2020, Friday, 4:00PMthrough video conferencingr
webcasting viZzoom, which shall be open to prospective bidders.

Bidders are encouraged to send their authorized technical representatives or personnel
who are familiar with the bid requirements and who will prepare the documents for the
bidder.
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10.

11.

Bids must be duly eeived by the BAC Secretariat througtanual submission at the
office address indicated below,

Philippine International Trading Corporation
3/F, NDC Building, 116 Tordesillas St.
Salcedo Village, 1227 Makati City

on or befordd9 November 2020Monday, 4:00PM. Late bids shall not be accepted.

All Bids must be accompanied by a bid security in any of the acceptable forms and in
the amount stated ITB Clause 14.

Bid opening shall be 089 November 2020, Monday, 4:00PNt the given address
below

Philippine International Trading Corporation
5/F, NDC Building, 116 Tordesillas St.
Salcedo Village, 1227 Makati City

In line with the precautionary health measures being adopted by the agency, interested
bidders may join thé’re-Bid Conference and Bid Opening via video conference
(Zoom) and advised to send theiequest for Zoom Link Password to the
baclsecretariat@pitc1973.onmicrosoft.conwith the following information together

with proof of identity of the attendee a day before the scheduled conference.

Name of Project

Bid Reference No.

Activity

Company Name

Address

Name of Representative [maximum of two (2)]
Contact Nos.

E-mail Address (to which all communications from the Bids and Awz:
Committee shall be sent)

Scanned or Photo of Proof of Identity (please attach)

Only two (2) pre-registeredrepresentatives/personnghsr companyghall be allowed
to attend thé’re-Bid ConferenceandBid Opening during zoom meeting.

The Philippine International Trading Corporation (PITC) reserves the right to
reject any and all bids, declardaalure of bidding, or not award the contract at any
time prior to contract award in accordance with Sesti@/h6 and41l of the 2016
revised IRRof RA No. 9184 without thereby incurring any liability to the affected
bidder or bidders.
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12.  Forfurther information, please refer to:

BAC Chair

Bids and Awards Committee |

Philippine International Trading Corporation
5/F, NDC Building, 116 Tordesillas St.
Salcedo Village, 1227 Makati City

E-mail Addresschairbacl@pitc.gov.ph

13.  You may visit the following websites:

For downloading of Bidding Documentsww.pitc.gov.ph

(SGD)CHRISTABELLE P. EBRIEGA
Chairperson

Bids and Awads Committee |

09 October 2020
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Section Il. Instructions to Bidders
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1. Scope of Bid

The Procuring EntityPhilippine International Trading Corporation (PITC)  wishes to
receive Bids for theSupply and Delivery of 126 Units Brand New 1,000 Gallons Capacity
Firetrucks for the Bureau of Fire Protection National Headquarters (BFRNHQ), with
identification numberBid Reference No. GPGB1-2020430 Rebid (Previous Bil
Reference No. GPGh1-2018613).

The Procurement Project (referrieédunits o her
Brand New 1,000 Gallons Capacity Firetrucksthe details of which are described in
Section VII (Technical Specifications).

2. Funding Infor mation

2.1. The GOP through the source of funding as indicated belowGtoreral
Appropriation Act (GAA) FY 2016 and GAA / SAGF FY 2017 (PITC AR No. TL-
2017049 dated October 10, 2017 and TH2017063 dated December 29,2017
the amount ofPesos: One Billion Eight Hundred Eighty One Million Four
Hundred Seventy Three Thousand Nine Hundred Ninety Two & 02/100
( 1,881,473,992.02)

2.2. The source of funding i$seneral Appropriation Act (GAA) FY 2016 and GAA /
SAGF FY 2017.

3. Bidding Requirements

The Bidding for the Project shall be governed by all the provisions of RAM3. and

its 2016 revised IRR, including its Generic Procurement Mianaad associated
policies, rules and regulations as the primary source thereof, while the herein clauses
shall serve as the secondary source thereof.

Any amendments made to tHRR and other GPPB issuances shall be applicable only
to the ongoing posting, advertisement,IBrby the BAC through the issuance of a
supplemental or bid bulletin.

The Bidder, by the act of submitting its Bid, shall be deemed to have verified and
acepted the general requirements of this Project, including other factors that may affect
the cost, duration and execution or implementation of the contract, project, or work and
examine all instructions, forms, terms, and project requirements in the Bidding
Documents.

4. Corrupt, Fraudulent, Collusive, and Coercive Practices

The Procuring Entity, as well as the Bidders and Suppliers, shall observe the highest
standard of ethics during the procurement and execution of the contract. They or
through an agenthall not engage in corrupt, fraudulent, collusive, coercive, and
obstructive practices defined under Annex
or other integrity violations in competing for the Project.
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5. Eligible Bidders

5.1. Only Bids of Bidderdound to be legally, technically, and financially capable
will be evaluated.

5.2. Subject to the provision in the Invitation to Bid (I1B).

5.3. Pursuant to Section 23.4.1.3 of the 2016 Revised IRR of RA 9184, the Bidder
shall have as SLCC thatasleast two (2) or more contracts similar to the Project
the value of which, adjusted to currer
least equivalent to:

i. Completed at least two (2) similar contracts, the aggregate amount
of which should be equivaletd at leasfifty percent (50%) of the
ABC for this Project; and

il. The largest of these similar contracts must be equivalent to at least
half of the percentage of the ABC as required above.

5.4. The Bidders shall comply with the eligibility criteria un@&=ction 23.4.1 of the
2016 IRR of RA No. 9184.

6. Origin of Goods

There is no restriction on the origin of goods other than those prohibited by a decision
of the UN Security Council taken under Chapter VIl of the Charter of the UN, subject
to Domestic Preference requirements und@@r Clause 18.

7. Subcontracts
7.1. The Procung Entity has prescribed th&ubcontracting is not allowed.

7.2. Subcontracting of any portion of the Project does not relieve the Supplier of any
liability or obligation under the Contract. The Supplier will be responsible for
the acts, defaults, antegligence of any subcontractor, its agents, servants, or
wor kmen as fully as if these were th
negligence, or those of its agents, servants, or workmen.

8. Pre-Bid Conference

The Procuring Entity will hold a p#eid conference for this Project on the specified
date and time and either at its physical address and/or through
videoconferencing/webcasting as indicateganagraph 7 of thel B.

L
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9. Clarification and Amendment of Bidding Documents

Prospective bidders may request for clarification on and/or interpretation of any part of
the Bidding Documents. Such requests must be in writing and received by the
Procuring Entity, either at its given address or through electronic mail indicated in the
IB, at least ten (10) calendar days before the deadline set for the submission and receipt
of Bids.

10. Documents comprising the Bid: Eligibility and Technical Components

10.1. The first envelope shall contain the eligibility and technical documents of the
Bid as specified inSection VIII (Checklist of Technical and Financial
Documents)

102. The Bi dder ' s SITB Clawme.3 should havesbeea completed
within the last ten (10) yearprior to the deadline for the submission and receipt
of bids.

10.3. If the eligibility requirements or statements, the bids, and all other documents
for submission to the BAC are in foreign language other than English, it must
be accompanied by a translation in English, which shall be authenticated by the
appropriate Phippine foreign service establishment, post, or the equivalent
of fice having jurisdiction over the f
Similar to the required authentication above, for Contracting Parties to the
Apostille Convention, only the tramdeéd documents shall be authenticated
through an apostille pursuant to GPPB Resolution N&2QI® dated 23 May
2019. The English translation shall govern, for purposes of interpretation of the
bid.

11. Documents comprising the Bid: Financial Component

11.1. The second bid envelope shall contain the financial documents for the Bid as
specified inSection VIII (Checklist of Technical and Financial Documents)

11.2. If the Bidder claims preference as a Domestic Bidder or Domestic Entity, a
certification issued bpTI shall be provided by the Bidder in accordance with
Section 43.1 of the 2016 revised IRR of RA No. 9184.

11.3. Any bid exceedinghe ABC indicated irparagraph 1 of thelB shall not be
accepted.

11.4. For Foreigafunded Procurement, a ceiling may be appliedbid prices
provided the conditions are met under Section 31.2 of the 2016 revised IRR of
RA No. 9184.

L
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12. Bid Prices

12.1. Prices indicated on the Price Schedule shall be entered separately in the
following manner:

a. For Goods offered from withintHér ocur i ng Entity’s cou

I The price of the Goods quoted EXW {ewrks, exfactory, ex
warehouse, eshowroom, or ofthe-shelf, as applicable);

i. The cost of all customs duties and sales and other taxes already
paid or payable;

iii. The cost of transportation, insurance, and other costs incidental to
delivery of the Goods to their final destination; and

Iv.  The price of other (incidental) services, if any, listed in e.
b. For Goods offered from abroad:

I Unless otherwise stated in tB®S, the price of the Goods shall
be quoted delivered duty paid (DDP) with the place of destination
in the Philippines as specified in tB®S. In quoting the price,
the Bidder shall be free to use transportation through carriers
registered in any eligible oatry. Similarly, the Bidder may
obtain insurance services from any eligible source country.

ii. The price of other (incidental) services, if any, as liste8aation
VII (Technical Specifications).

13. Bid and Payment Currencies

13.1. For Goods that th&idder will supply from outside the Philippines, the bid
prices may be quoted in the local currency or tradeable currency accepted by the
BSP at the discretion of the Bidder. However, for purposes of bid evaluation,
Bids denominated in foreign currencieshall be converted to Philippine
currency based on the exchange rate as published in the BSP reference rate
bulletin on the day of the bid opening.

13.2. Payment of the contract price shall be mexhilippine Peso

14. Bid Security

14.1. The Bidder shakubmit a Bid Securing Declaratior any form of Bid Security
in the amount indicated in ti&DS, which shall be not less than the percentage
of the ABC in accordance with the schedule inBIRS.
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14.2. The Bid and bid security shall be valid untihe hundred twenty (120)
calendar days from the date of Opening of BidsAny Bid not accompanied
by an acceptable bid security shall be rejected by the Procuring Entity -as non
responsive.

15. Sealing andMarking of Bids
Each Bidder shall submit one copy of the first and second components of its Bid.

The Procuring Entity may request additional hard copies and/or electronic copies of the
Bid. However, failure of the Bidders to comply with the said reqskatl not be a
ground for disqualification.

If the Procuring Entity allows the submission of bids through online submission or any
other electronic means, the Bidder shall submit an electronic copy of its Bid, which
must be digitally signed. An electriz copy that cannot be opened or is corrupted shall
be considered neresponsive and, thus, automatically disqualified.

16. Deadline for Submission of Bids

16.1. The Bidders shall submit on the specified date and time and either at its physical
address or through online submission as indicatpdiagraph 8 of thelB.

17. Opening and Preliminary Examination of Bids

17.1. The BAC shall open the Bids in public at the tjroa the date, and at the place
specified in paragraph9 oftie. The Bi dder s’ represent a
shall sign a register evidencing their attendande.case videoconferencing,
webcasting or other similar technologies will be used, atteradaiparticipants
shall likewise be recorded by the BAC Secretariat.

In case the Bids cannot be opened as scheduled due to justifiable reasons, the
rescheduling requirements under Section 29 of the 2016 revised IRR of RA No.
9184 shall prevail.

17.2. The preliminary examination of bids shall be governed by Section 30 of the
2016 revised IRR of RA No. 9184.

18. Domestic Preference

18.1. The Procuring Entity will grant a margin of preference for the purpose of
comparison of Bids in accordance with Section 43df the 2016 revised IRR
of RA No. 9184.

19. Detailed Evaluation and Comparison of Bids

19.1. The Procuring BAC shall immediately conduct a detailed evaluation of all Bids
r at padsed”” u s i-disgetionaoy npass/fail criteria. The BAC shall
consider the conditions in the evaluation of Bids under Section 32.2 of the 2016
revised IRR of RA No. 9184.
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19.2. If the Project allows partial bidbidders may submit a proposal on any of the
lots or items, and evaluation will be undertaken on a per lé¢rbasis, as the
case maybe. In this caskeBid Security as required ByB Clause 15 shall be
submitted for each lot or item separately.

19.3. The descriptions of the lots or items shall be indicat&etion VII (Technical
Specifications) although the ABCs of these lots or items are indicated in the
BDS for purposes of the NFCC computation pursuant to Section 23.4.2.6 of the
2016 revised IRR of RA No. 9184. The NFCC must be sufficient for the total
of the ABCs for all the lots or items participated in by the prospective Bidder.

19.4. The Projecshallbe awarded as follows:
One Project having several items that shall be awarded as one contract.

19.5. Except for bidders submitting a committed Line of Credit from a Universal or
Commercial Bank in lieu of its NFCC computation, all Bids must include the
NFCC computation pursuant te&ion 23.4.1.4 of the 2016 revised IRR of RA
No. 9184, which must be sufficient for the total of the ABCs for all the lots or
items participated in by the prospective Bidder. For bidders submitting the
committed Line of Credit, it must be at least eqoalen percent (10%) of the
ABCs for all the lots or items participated in by the prospective Bidder.

20. PostQualification

20.2. Within a nonextendible period of five (5) calendar days from receipt by the
Bidder of the notice from the BAC thatstibmitted the Lowest Calculated Bid,
the Bidder shall submit its latest income and business tax returns filed and paid
through the BIR Electronic Filing and Payment System (eFPS) and other
appropriate licenses and permits required by law and statedBDtBe

21. Signing of the Contract

21.1. The documents required in Section 37.2 of the 2016 revised IRR of RA No.
9184 shall form part of the Contract. Additional Contract documents are
indicated in thé8DS.

L
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Section lll. Bid Data Sheet

]
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Bid Data Sheet

ITB
Clause
5.3 For this purpose, contracts similar to the Project shall be:

a. ISimil ar cont r aS8upply asdiDalivety of Fieefrueks,
Aerial Ladder, Aerial Tower, Break Squirt Firetruck, Rescue
Tender and/or Rescue Truck and Vehicle.

b. completed withinthe last ten (10) yearsprior to the deadline for th
submission and receipt of bids.

71 Subcontracting is not allowed

12 | The price of the Goods shall lmpioted DDP Calamba, Lagunaand VAT
inclusive.

14.1 | Thebid security shall be in the form of a Bid Securing Declaration, or an
the following forms and amounts:

a. The amount of not less thawo percent (2%) of the ABC or Pesos:
Thirty Seven Million Six Hundred Twenty Nine Thousand Four
Hundred Seventy Nine and84/100 3 7, 6 2 9 if bdd Bekurity i in
cash, cashier’” s/ manager’' s <che
letter of credit; or

b. The amount of not less thdine per cent (5%) of the ABC or Pesos
Ninety-Four Million Seventy-Three Thousand Six Hundred Ninety
Ni ne and 60/ 10 Ofbi¢ se€udty, iQiry RAuret@ BoAd. 6

Supply and Delivery of 126 Units Brand New 1,000 Gallons Capacit
Firetrucks for the Bureau of Fire Protection National Headquarters (BFR
NHQ).

The description of the items are indicated in ®ection VII. Technical
Specification.

19.3

201 Within a nonextendible period ofive (5) calendar daysfrom receipt by the

supplier of the Notice from the BAC that the supplier has the Single/Lc
Calculated Bid (S/LCB), the supplier shall submit and/or present the follo
requirements for post qualification:

1. Present original copy and submit certifiede copy of the following:

a. For Local Bidders: Latest Income Tax Returns per Revenue Regulaf
3-2005; Tax returns filed through the Electronic Filing and Paym
System (EFPS). The latest income and business tax returns are those
the last six months preceding the date of bid submissiotudimg copy
of VAT returns and corresponding payments for the last 6 months)
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For Foreign Bidders: Equivalent to the above document issued by coy
or place of business in English. If not in English, these mus
accompanied by an accurate translatiom En gl i sh cer t
appropriate embassy or consulate in the Philippines.

b.PO’s or Contracts for all/l Ongo
c. PO or contract relative to Single Largest Completed Contract

(In case of Joint Venture, both partners must present/subrhabove item
a.)

2. Submit original copy of the following:

a. Company ProfileCompany printed brochure may be included.
b. Vicinity map/location of the business
c. Undertaking to Pursue Countertrade

In case of Joint Venture (local and/or foreign companies), both partner
must submit items 2.a and 2.b.

3. Present original copy of the following:

a. Valid and currentCertificate of PHILGEPS Registration (Platiny
Membership);

b. Valid and Current Tax ClearancermExecutive Order 398 and Revern
Memorandum Order No. 48018;

c.PO"s or Contracts for all Ongo
l;

dEndUser’ s Acceptance or Officia
relative to Singld.argest Completed Contract

In case of Joint Venture (local and/or foreign companies), partner
must present/submit item 3.a and item 3.b.

4. For Local Manufacturers/Authorized Philippine Distributor:

Present and/or submit original copy of the following:

a. Registration certificate from the Securities and Exchange Commi
(SEC) for corporation, Department of Trade and Industry (DTI) for
proprietorship, or Cooperative Development Authority (CDA)
cooperatives;

b.val i d and Current tBissged by $he [cityl a0
municipality where the principal place of business of Philippine b
representative company of foreign Manufacturer or First Tier Distrik
is located;

c. Valid and Current Tax Clearance per Executive Order 398 and Re
Memorandim Order No. 46018;

]
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ADDITIONAL REQUIREMENTS TO BE SUBMITTED
a. Supporting documents of the list of service centers for Regions 1, 2,
4A,5,6,7,8,9, 10, 11, 12, Caraga and NCR:
(a) Contract between the bidder and the service center
(b) SEC or DTI Registration
(¢ valid and Current Mayor’'s |/
(d) Any of the following:
1 Valid and Currentatest Tax Clearance issued BGED, OR

9 Certification of tax clearance/Certification of No T
Delinquency issued by the concerned RIDER

1 Notarized Certification from the Bidder that the Service Cer
they contract/engage with are legitimate business enterg
capable of servicing the afteales and spare parts of {
firetrucks and have no pending tax liabilities to the Philipy
Government.

Note: All service centers listed shall be subject to ocnkgreaction. The
service center must at least be equipped with the neceg
equipment/tools as stated in the Checklist for Evaluatio
Accredited Firetruck Ser-A2T

b. Training certificates of the service and repair techngiaf the cab an
chassis, engine, body and fire pump

c. List of clients with its corresponding address in the last fifteen (15) \
or more immediately preceding the submission of the opening of bi

supporting documents to the requirement in Item XIlI.5 o f =
Al .

d. Certificate of compliance with standards from UL or EN or NFPA or
issued by ISO 17025 certified thihrty testing facility as supportin
documents to the requirentelnt. i

However, the bidder is no lomer required to submit the said
certificate, if during the opening of bid, they already submitted a
Certification from the pump manufacturer that the fire pump of the
firetruck being offered has been available in the Philippine market for
the last fifteen (15) years immediately preceding the submission an
opening of bids.

Failure to submit any of the pegualification requirements on time, or a findi
against the veracity thereof, shall disqualify the bidder for award. Should
be a finding againsthe veracity of any of the documents submitted, the
Security shall be forfeited in accordance with Sec. 69 of the IRR of RA 91

211 No further instructions.

]
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Section IV. General Conditions of Contract

|
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1. Scope ofContract

This Contract shall include all such items, although not specifically mentioned, that can
be reasonably inferred as being required for its completion as if such items were
expressly mentioned hereiAll the provisions of RA No. 9184 and its 20iévised

IRR, including the Generic Procurement Manual, and associated issuances, constitute
the primary source for the terms and conditions of the Contract, and thus, applicable in
contract implementation. Herein clauses shall serve as the secondas feouhe

terms and conditions of the Contract.

This is without prejudice to Sections 74.1 and 74.2 of the 2016 revised IRR of RA No.
9184 allowing the GPPB to amend the IRR, which shall be applied to all procurement
activities, the advertisement, pogjj or invitation of which were issued after the
effectivity of the said amendment.

Additional requirements for the completion of this Contract shall be provided in the
Special Conditions of Contract(SCC).

2. Advance Payment and Terms of Payment

2.1. Advance payment of the contract amoisp r ovi ded undehe Annex
revised 2016 IRRfdRA No. 9184

2.2. The Procuring Entity is allowed to determine the terms of payment on the partial
or staggered delivery of the Goods procured, provided such partial payment
shall correspond to the value of the goods delivered and accepted in accordance
with prevailing accounting and auditing rules and regulations. The terms of
payment are indicated in ti&CC.

3. Performance Security

Within ten (10) calendar days from receipt of the Notice of Award by the Bidder from
the Procuring Entity but in no case latean prior to the signing of the Contract by
both parties, the successful Bidder shall furnish the performance security in any of the
forms prescribed in Section 39 of the 2016 revised IRR of RA N0..9184

4. Inspection and Tests

The Procuring Entity or its representative shall have the right to inspect and/or to test
the Goods to confirm their conformity to the Project specifications at no extra cost to
the Procuring Entity in accordance with the Generic Procurement Manualditioad

to tests in theSCC, Section IV (Technical Specifications)shall specify what
inspections and/or tests the Procuring Entity requires, and where they are to be
conducted. The Procuring Entity shall notify the Supplier in writing, in a timely
mannerof the identity of any representatives retained for these purposes.

All reasonable facilities and assistance for the inspection and testing of Goods,
including access to drawings and production data, shall be provided Syppberto
the authorized pectors at no charge to the Procuring Entity.
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5.  Warranty

6.1. In order toassure that manufacturing defects shall be corrected by the Supplier,
a warranty shall be required from the Supplier as provided under Section 62.
of the 2016 revised IRR of RA No. 9184.

6.2. The Procuring Entity shall promptly notify the Supplier in viagtiof any claims
arising under this warranty. Upon receipt of such notice, the Supplier shall,
repair or replace the defective Goods or parts thereof without cost to the
Procuring Entitypursuant to the Generic Procurement Manual

6. Liability of the Supplier

The Supplier’”s liability wunder this Cont
Republic of the Philippines.

If the Supplier is a joint venture, all partners to the joint venture shall be jointly and
severallyliable to the Procuring Entity.

|
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Section V. Special Conditions of Contract

|
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Special Conditions of Contract

GCC
Clause

1

Theterms of payment shall be as follows:

Payment is made through Corporate check within fifteen (15) calendaaftewy
delivery and acceptance of all items indicated in the Contract and submissio
required documents. All payments are subject to applicable withholding taxe

Documentary requirements for payment are as follows:
A. For Local Manufacturer / Assembler / Authorized Philippine Distributor

1)

2)

3)

Original and duplicat8 | R VAT r egi st er e dssu&d
under the name of the Bureau of Fire Protectidtational Headquarter
(BFP-NHQ) indicating PITC Contract Number. All entries in the Ineo
must be typewritten or computer printed;

Original and duplicatBIR Registered Delivery Receipissued under th
name of BFFNHQ duly acknowl edged and
representative;

Certification from BFPNHQ that that the following docoents were
submitted and/or complied by the Supplier:

a. Requirements to be delivered during Delivery & Acceptance pe
UNIT :

1 Firefighting equipment listed in the Technical Specifications.
1 Tools listed in the Technical Specifications.

1 Certification from the cab and chassis manufacturer authorizin
firetruck manufacturer to use it cab and chassis for purpos
firetruck manufacturing.

1 Certification from the cab and chassis manufacturer that the fire
manufacturer has compliedtiv all the requirements and guidelin
for fitting the fire pump is strictly followed.

1 Submit list of the following items for verification during delivery a
acceptance, to wit:

a. Engine Number

Chassis Number

Order slip from the engine, cab and chassis
Firetruck Manufacturer

©® oo o

Country of Origin

|
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1 The bidder shall submit two (2) copies of the following:
a. Cab and Chassis Owner’'s n
Equipment Manual
Maintenance Manual
Spare parts manual

®© a0 o

Operational manual
I. Firetruck
ii. Fire Pump
b. Certificate of Replacement of Defective Items;
c. Warranty Certificate including the following:
Warranty for parts and labor as follows:
(i) Fire Pump-five (5) years
(i) Water Monitor—one (1) year

(iii) Firetruck- three (3) years or 200,000 km mileagkichever
comes first

1 All parts, services/labor and lubricants for preventive mainten
shall be free of charge for a period of two (2) years.

1 House to house repairs and maintenance shall be provided |
supplier/manufacturer to the place of the firetc k © s a s §
the duration of the warranty period.

1 Warranty period shall commence from the date of acceptance !
end user.

d. Training for every delivery:

1 A comprehensive thregay operational and maintenance train
shall be provided to at letasvo (2) personnel per truck recipient
the expense of the supplier/manufacturer.

1 Training Venue: National Fire Training Institute (NFTI), Cat
Vicente Lim, Calamba, Laguna

e. After Sales Service and Availability of Spare Parts

After Sales Service and Avability of Spare Parts Certificate issu
in favor of BFRNHQ which covers:

1 Availability of Spare Parts of the same or better specifications fqg
next ten (10) years after the expiration of warranty period.

1 Supplier to provide technical personnel fétea sales service an
repairs as required by the BINHQ.
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4) Original Certificate of Acceptanceissued by authorized representati
of BFP-NHQ and PITC;

5) One percent (1%) retention money (to cover the first twelve (12) m(
of the warranty period) will be deducted on the payment UNLES
Special Bank Guarantee (issued by a local commercial bank equiva
the 1% retention money) is submitted to PIThe Retention Money @
Special Bank Guarantee shall only be released after the lapse of th
first twelve (12) months, provided that the supplies delivered are free
patent and latent defects and all the conditions imposed under this Cq
havebeen fully met; and

6) As applicable, certified true copies of pertinent tax receipts and dutie
on the imported parts/equipment pursuant to COA Memo N6840dated
Dec. 5, 1990/Administrative Order No. 200 dated November 20, 199(
locally purchasd materials, the BIR registered sales invoice of the g
is acceptable.

For Local Manufacturer or Authorized Philippine Based Representative
Company of Foreign Manufacturer or First Tier Distributor (Local Check
Payments)

For authorized Philippine Representative Company of Foreign
Manufacturer or First Tier Distributor:

7) The following documentary submissions or statements must be in En
If not in English, it must be accompanied by an accurate English trans
certified/authenticated by the biddé s appr opri at e
the Philippines.

7.1) Certified true copy of valid and current Written Appointment of
Philippine based company (as local representative of fof
manufacturer).

In case the foreign manufacturer allow payments to be receive
their behalf by their local representativentpany, the Writter
Appointment shall include an express provision authorizing said
representative company to receive/accept such payment.

The written Appointment, duly translated in English, shall be sig
by the duly authorized representative bé tforeign manufacture
accompanied by proof of such authority.

7.2) Certified true copy of authorization/designation of fore
manufacturer’s representati ve
Philippine-based local representative and other documentsreel
from the foreign manufacturer, including specimen signature
English translation).

B. Documentary Requirements for LC Payments Made Directly to Foreign
Supplier (pursuant to GPBB Circular No.-2619 dated 22 April 2019):

The suppl i evoicesandpayméndaf InlCaopehimg charges mus
issued/made to PITC within seven (7) calendar days from receipt of Not
Award and payment of the L/C Opening charges within seven (7) calenda
from receipt of the advise to pay said charges. Alsogl& Administrative
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Document (SAD) must be submitted within seven (7) calendar days
receipt of the Notice to Submit SAD. Otherwise, the period for delivery
be reckoned from date of receipt of the Notice to Proceed.

US$ L/C payments shall be lgason the dollar exchange rate at the time of
opening. All bank charges within and outside the Philippines including op
charges shall be for the account of the beneficiary/supplier.

L/C can be drawn upon submission of the followdaruments issued in th
name of BFFNHQ:

1. 2/3 Original Clean on Board Bill of Lading or Copy of the Airway E
(AWB) consigned to opening bank Notify: BFfPHQ mar k e d
Prepaid”;

2. Commercial / Supplier’s I nv o iFNH®@
(original and duplicate);

3.  Certificate of Origin in triplicate;
Packing List issued in the name of the BRRQ (original and duplicate

5. Original Warranty Certificate issued in favor BINPMQ / Warranty
should indicate the Serial Number of each item;

6. “ Al r ramscé& Covelage 2tul10% of Letter of Credit value f
seller’s walN#HQossedetso gBREPed d
issued by an internationally accredited and reputable insurance cor
of bidder’s choi ce, as ma nsutaree
shall be for the account of the supplier;

7.  Certificate issued by PITC stating that a certified true copy of each
above documents (i up to vi) together with 1/3 Original Bill of Lad
(B/L) or Copy of Airway Bill (AWB) were sent to PITC viaxpress
courier within ten (10) calendar days after B/L or AWB date;

8. Original Delivery Receipt duly signed by BmMMHQ authorized
representative and countersigned by PITC representative or tally
issued by BFINHQ authorized representative and PIT@resentative;

9. Original Certificate of Acceptance duly signed by the BHRQ and
countersigned by PITC representative;

10. A Special Bank Guarantee or Standby Letter of Credit issued
commercial bank with correspondent bank in the Philippines equiv
to 1% retention money valid for the first twelve (12) months from f
acceptance by BFRHQ;

11. The following documentary submissions or statements must be in E
and must be certified / authen
in the Philippines

11.1 Valid and current Written Appointment of the Philippine bé
company (as local representative of foreign manufacturer or
Tier Distributor), issued by the Foreign Manufacturer or First
Distributor.
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112 Aut hori zation/ designati on
Tier Distributors representative who shall sign the appointme
their Philippinebased local representative and other docum
required from the foreign manufacturer, including specir
signature and corresponding English translation.

In case the foreign manufacturer or First Tier Distributors a
payments to be received on their behalf by their local represen
company, the Written Appointment shall include an express prov,
auhorizing said local representative company to receive/accept
payment.

As applicable, pertinent tax receipts and duties on the imported parts/equ
pursuant to COA Memo No. 9884 dated Dec. 5, 1990/Administrative Order |
200 dated November 20990. For locally purchased materials, the BIR regist
sales invoice of the seller is acceptable.

Delivery and Documentsi

For purposes of the Contract, “EXV
other trade terms used to describe dbdéigations of the parties shall have t
meanings assigned to them by the current edition of INCOTERMS publish
the International Chamber of Commerce, Paris. The Delivery terms of this Cq
shall be as follows:

[For Goods supplied frombroad:]* The del i very ter ms
are DDP delivere€alamba, Laguna I n accordance wi

[For Goods supplied from within the Philippings: “ The del i ver
to this Contract are deliveréthlamba,Laguna Risk and title will pass from th
Supplier to the Procuring Entity upon receipt and final acceptance of the Gg
their final destination.”

Delivery of the Goods shall be made by the Supplier in accordance with the
specified in SectioWl (Schedule of Requirements).

For purposes of this Clause the Pr
is [indicate name(s)].

Incidental Servicesi

The Supplier is required to provide all dfie following services, includin
additional services, if any, specified in Section VI. Schedule of Requirement
Select appropriate requirements and delete the rest.

a. performance or supervision of -Gite assembly and/or starp of the
supplied Goods;

b. furnishing of tools required for assembly and/or maintenance o
supplied Goods;

c. furnishing of a detailed operations and maintenance manual for
appropriate unit of the supplied Goods;
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d. performance or supervision or maintenance and/or repair of the su
Goods, for a period of time agreed by the parties, provided tha
service shall not relieve the Supplier of any warranty obligations U
this Contract; and

e. training of thePr ocuring Entity’s per
and/or onsite, in assembly, staup, operation, maintenance, and
repair of the supplied Goods.

f.  [Specify additional incidental service requirements, as needed.]

The Contract price for th€oods shall include the prices charged by the Sup
for incidental services and shall not exceed the prevailing rates charged t(
parties by the Supplier for similar services.

Spare Partsi

The Supplier is required to provide all of the following materials, notifications
information pertaining to spare parts manufactured or distributed by the Sup

Select appropriate requirements and delete the rest.

a. such spare parts as tlirocuring Entity may elect to purchase from
Supplier, provided that this election shall not relieve the Supplier of
warranty obligations under this Contract; and

b. in the event of termination of production of the spare parts:

I. advancenotification to the Procuring Entity of the pending terminati
in sufficient time to permit the Procuring Entity to procure nee
requirements; and

il. following such termination, furnishing at no cost to the Procu
Entity, the blueprintsjrawings, and specifications of the spare part
requested.

The spare parts and other components required are lisgstiion VI (Schedule
of Requirements)and the cost thereof are included in the contract price.

The Supplier shall carry sufficient inventories to assurestegk supply of
consumable spare parts or components for the Goods for a pefindicdite here
the time periodspecified. If not used indicate a time period of three timeg
warranty period.

Spare parts or components shall be supplied as promptly as possible, but
case, withinipsert appropriate time periganonths of placing the order.
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Packagingi

The Supplier shall provide such packaging of the Goods as is required to
their damage or deterioration during transit to their final destination, as ind
in this Contract. The packaging shall be sufficient to withstand, withroitation,
rough handling during transit and exposure to extreme temperatures, Si
precipitation during transit, and open storage. Packaging case size and

shall take into consideration, whe
destination and the absence of heavy handling facilities at all points in transi

The packaging, marking, and documentation within and outside the package
comply strictly with such special requirements as shall be expressly provideg
theContract, including additional requirements, if any, specified below, and i
subsequent instructions ordered by the Procuring Entity.

The outer packaging must be clearly marked on at least four (4) sides as fol

Name of the Procuringntity

Name of the Supplier

Contract Description

Final Destination

Gross weight

Any special lifting instructions

Any special handling instructions

Any relevant HAZCHEM classifications

A packaging list identifying the contents agdantities of the package is to
placed on an accessible point of the outer packaging if practical. If not practi
packaging list is to be placed inside the outer packaging but outside the sec
packaging.

Transportation 1

Where theSupplier is required under Contract to deliver the Goods CIF, ClI
DDP, transport of the Goods to the port of destination or such other namec
of destination in the Philippines, as shall be specified in this Contract, sh
arranged and paid fday the Supplier, and the cost thereof shall be included it
Contract Price.

Where the Supplier is required under this Contract to transport the Good
specified place of destination within the Philippines, defined as the Projec
transport to such place of destination in the Philippines, including insurang
storage, as shall be specified in this Contract, shall be arranged by the Supp
related costs shall be included in the contract price.

|
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Where the Supplier isequired under Contract to deliver the Goods CIF, CIf
DDP, Goods are to be transported on carriers of Philippine registry. In the
that no carrier of Philippine registry is available, Goods may be shipped by a
which is not of Philippine mgstry provided that the Supplier obtains and pres
to the Procuring Entity certification to this effect from the nearest Philip
consulate to the port of dispatch. In the event that carriers of Philippine regis
available but their scheduleldys the Supplier in its performance of this Cont
the period from when the Goods were first ready for shipment and the actu
of shipment the period of delay will be considered force majeure.

The Procuring Entity accepts no liability for thendage of Goods during trans
other than those prescribed by INCOTERMS for DDP deliveries. In the c4
Goods supplied from within the Philippines or supplied by domestic Supplier
and title will not be deemed to have passed to the Procuring Entikyheir receipt
and final acceptance at the final destination.

Intellectual Property Rights i
The Supplier shall indemnify the Procuring Entity against all thacty claims of

infringement of patent, trademark, or industrial desights arising from use o
the Goods or any part thereof.

2.2 | partial Payment is ALLOWED, PROVIDED REQUIRED DELIVERY PER
TRANCHE HAS BEEN COMPLETED AND ACCEPTED BY PITC / BFP -NHQ.

Processing of partial payment will be based on the completienpgfly and delivery pe
tranche.

ACTIVITY /
TRANCHE

Prototype Model | Within sixty (60) calendar days upg
receipt of the Notice to Proceed

First Tranche Within ninetytwo (92) calendar day{ Thirty-One (31) Units
after the approval gfrototype including the prototype

Second Tranche | Within ninety-one (91) calendar day
after the due date of the First Tranc

Third Tranche Within ninety-one (91) calendar day
after the due date of th&econd| Thirty-Two (32) Units
Tranche

TIMEFRAME QUANTITY

One (1) Unit

Thirty-Two (32) Units

Fourth Tranche | Within ninety-one (91) calendar day
after the due date of the Thirg Thirty-One (31) Units

Tranche
Three Hundred Sixty-Five (365) One Hundred Twenty-
TOTAL calendar days excluded the Six
prototype (126) Units
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4 Testing Parameters/Procedures:

Inspection andrinal acceptance of the goods shall be conduictedmpliance with the
BFP-NHQ Technical Specification (Annex 1), Addendum (Annex 2) and shall be vali
based on the Visual Inspection Checklist and Functional Test Checklist (Annex 4 &

Pre-shipment/Pre-delivery Inspection (PDI) of Prototype Samie

a. Within sixty (60) calendar days upon receipt of the Notice to Proceed, appro
prototype model shall be undertaken by a Joint InspectionNBFR/PITC Team for|
the purpose of validating Design, Plans and Specifications previously submitted
pog-qualifications related to the firetruck design features. Any deviation or vari
shall be ground for possible rejection unless otherwise properly corrected. Th
i nspection shall be ¢ onduinaceoddaneetto B
NHQ letter dated 7 November 2018).

b. Prototype Sample shall be subjected togrment/predelivery inspection and te
(PDI) by the BFPINHQ/PITC Representatives. The PDI shall be conducted no
than seven (7) calendar days prior to the expiry of thaired delivery period. N
extension of delivery period shall be allowed in case of failure or refusal of supp
comply with said PDI period.

c. Allits equipment, instruments, and facilities to effectively conduct the inspectio
testing of the prtotype as to its operational capability. Visual, Functional
Documentary checklist shall be used.

d. In no case shall the Supplier be relieved from responsibility relative to the deliv
the goods in the event that the PDI is delayed foreagon including issues related
travel documents (i.e visas, travel authority). Appropriate penalties for delay sk
imposed as applicable.

e. The Inspection Team that will attend the-grépment/predelivery test at the countr
of origin at supl i er’' s expense shal/l be <co
Inspection Team composed of five (5) from BNAQ and two (2) from PITC

f. The Manufacturer shall ensure that the Inspection Team will be allowed to j
participate in the conduct of the testiprocedures at the option of the Inspection Te

g. For the prototype sample, the supplier shall be given chance to rectify deficie
Supplier has fifteen (15) calendar days for each chance to rectify the deficiency

h. Supplier shall shoulder all the ¢gesand expenses of travel (via/ATA member airlif
in case of international travel) and accommodation including Daily Subsis
Allowance (pursuant to Section 8, EO 298) and securing visas as necessary ar|
insurance of all the Inspection Team Mars for seven (7) calendar days. In t
regard, supplier is required to ISSUE the required written invitations to the Insp
Team through PITC relative to the PDI not later than seven (7) calendar day|
receipt of Notice to Proceed.

i. Supplier shll conduct product/inspection and steparture briefing to orient th
members of the Inspection Team at least one (1) week prior to departure date. $
shall also ensure that a full timefboard interpreter is available for n&mglish
speaking contry of manufacturer/plant site. Travel documents including insur
must be submitted to the inspection team during thel@parture briefing.

|
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j. Failure to provide such invitation per (c) above will result in delays in release of
required travebrders for the inspection team which shall be the sole responsibili
the supplier and will subject the supplier to applicable sanctions including liquid
damages due to late delivery.

k. Results of the Pr8hipment Testing Procedures duly signed bpdation Team in
attendance to be submitted for payment purposes.

|.  However final acceptance as wisualand functionatestwill be conducted in the
Philippines by the BFRNHQ and PITC representatives

|
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Section VI. Schedule oRequirements

The delivery schedule expressed as weeks/months stipulates hereafter a delivery date which is
the date of delivery to the project site.

Item Description Delivery Date

Within Three Hundred
Supply and Delivery of 126 Units Brand New 1,000 Sixty-Five (365) calendar
GallonsCapacity Firetrucks for the BHRHQ days after the approval of
prototype sample

Within sixty (60) calendar

2. One (1) Unit Prototype Sample days upon receipt of the
Notice to Proceed

To be submitted during the

3. Section VIl.Technical Specifications Bid Submission

Product Brochure/ Technical Data Sheeir equivalent
document for thefollowing items offered showing
compliance to the technical specifications

a. Engine
b. Cab and Chassis
4 c. Water Pump To be submitted during the
' d. Water Monitor Bid Submission
e. Foam Proportioner
f. Hose Reel
Note: Please specify the Brand and Model No. bein
offered for the above items.
Design, Plans and Specifications: Computed Ai
Drawings (CAD) / Shop Drawings:
i Whole Fire Truck . .
5. 9 Superstructure To beBiS(;Jng:ﬁg gg::ng the
1 Separate Crew Cabin (if any)
1 Water Tank
I Foam Tank
Copy of \alid and current ISO Certification in the name
the Manufacturer of the firetruck issued by an
independent certifying agency. The ISO Certification
6 cover the manufacture/design or production of the i To be submitted during the

subject to this Bid Project. Bid Submission

Note: Ifnotin English, must be subject to requirement
Clause 11 of the Instructions to Bidde

|
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Iltem

Description

Delivery Date

For Local Manufacturers/Assembler: Certification that
the bidder has been in theusinessof manufacturing
firetrucks in the Philippines being offettor the lasfifteen
(15) years.

For Authorized Philippine Distributor:

1. Valid and Current Certificate of Distributorship
of the firetruckbeing offered, issued by the forei
JV manufacturer of the firetruck

2. Certification from the authorized distributor that
it has been in the business of selling firetrucks for
last fifteen (15) years.

Note: If not in English, must be subject requirement
Clause 11 of the instruction to Bidders.

To be submitted during the
Bid Submission

Certification from the local tire supplier that the said
adopted brand, model type and size of tire is avail
locally.

To be submitted during the
Bid Submission

Guarantee/certification from the exclusive
distributor/assembler in the Philippines of thebrand of
engine, cab and chassisf firetruck being offered, tha
supplies, parts and accessories shall be available fg
next ten (10) years after the expiration of the warrg
period.

To be submitted during the
Bid Submission

10.

Cettification that the spare parts for the engine, cab
chassis had been available, sold and distributed i
Philippine market for the last fifteen (15) years immedia
preceding the submission and opening of bids.

The certification shall be issuedy bthe exclusive
distributor/assembler in the Philippines of the brand of]
engine, cab and chassis of the firetruck being offered.

To be submitted during the
Bid Submission

11.

A certification from the bidder that it has at least one (
established/authorized and/or accredited service cente
has available #house trained service and rep
technicians local with training certificates to provi
immediate support in case of immediate repair of
chasss, engine, body and fire pump of the firetruck in
following regions of the country, Regions 1, 2, 3, 4A, §
7, 8,9, 10, 11, 12, CARAGA and NCR. For this purpq
the bidder should attach the following:

a. Listof service centers in the regions stabdve with
its corresponding address, contact person, and cq
number (mobile and/or landline number); and

b. List of service and repair technicians of the cab

chassis, engine, body and fire pump.

To be submitted during the
Bid Submission

SectionVI. Schedule of Requirements
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Item Description Delivery Date
Certification from the exclusive distributor/assembler
in the Philippines of the brand of the engine, cab
12 chassis of firetruck being offered must have been avail To be submitted during the
" | and sold in the Philippine Market for at least fifteen ( Bid Submission
years immediately precedjnthe submission and openi
of bids.
The bidder shall submit the following documents
13 Centrifugal Pump Test Report to wit: To besubmitted during the
’ a. Centrifugal Pump Performance test. Bid Submission
b. Centrifugal Pump Hydrostatic Test Report
Certification from the PUMP MANUFACTURER that:
a) the fire pump being offered by the bidder has b
available in the Philippine market for the last fifte
(15) years immediately preceding the submission
opening of bidsPR . .

14. | b) the fire pump is Underwriters Laboratories (U To beB_submltte_d qurlng the
- . id Submission
listed;OR

c) the fire pump is Hropean Norms approve@R
d) the fire pump is National Fire Protection Agen
(NFPA) approvedOR
the fire pump is Japan Industrial Standard (JIS) appro
15 Thebidder shall submit a single line diagram showing | To be submitted during the
" | Power Take Off (PTO) system. Bid Submission
16 Certification from the Engine Manufacturdat the enging To be submitted during the
" | isEuro IV OR Euro V compliant. Bid Submission
Certificate of Performance Evaluationwith a rating of
Very Satisfactoryissued by the Largest Contract/s Cliern
of the bidderper submitted Statement of Single Larg
Completed Contract(s).
e . To be submitted during the
17. Certlflcatlon. shall be based on the following Bid Submission 9
parameters:
a. Timely delivery
b. Compliance to specifications
c. Performance
For Foreign Manufacturers: Notarized Affidavit of
Undertaking to submit the SEC Certificate of Registra
18 and/or the authorization or License issued W | To be submitted during the
" | appropriate government agency per GPPB Resolutior Bid Submission
252019, dated 30 October 2019 within ten (10) caler
days from receipt of the Notice of Awafifl applicable).
19 Omnibus Sworn Statemer{Revised)using the form To be submitted during the

prescribed

Bid Submission

SectionVI. Schedule of Requirements
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Iltem

Description

Delivery Date

20.

Bid Formand Price Schedule(s)

To be submitted during the
Bid Submission

21.

Bi dderdés Certification:
1 That it has no overdue deliveries or unperform
services intended for PITC alod BFP-NHQ.
1 That it did not participate as a consultant in {
preparation of the design or technical specificatiof
the GOODS subject of the bid.

Submission during Post
Quialification

22.

1 Firefighting equipment listed in Item I.LU of th

Technical Specifications.

Tools listed in Item 11.V of this Technical Specificatior

Certification from the cab and chassis manufact

authorizing the firetruck mraufacturer to use it cab arn

chassis for purposes of firetruck manufacturing.

1 Certification from the cab and chassis manufacturer
the firetruck manufacturer has complied with all
requirements and guidelines for fitting the fire pumy
strictly followed.

T Submit list of the following items for verification durir
delivery and acceptance, to wit:

a. Engine Number

b. Chassis Number

c. Order slip from the engine, cab and chassis
d. Firetruck Manufacturer

e. Country of Origin

1 The bidder shall submit two (2ppies of the following

Cab and Chassis Owne

Equipment Manual

Maintenance Manual

Spare parts manual

Operational manual

i. Firetruck

ii. Fire Pump

E

PO TR

To be submitted upon
Deliverytogether with the
Firetrucks

23.

Insurance andRegistration

Three (3) years comprehensive insurance with Acts of
(AOG) and TPL from Government Insurance Sery
System (GSIS)
Three (3) years LTO Registration for government veh
“Red Pl ate”

To be submitted upon
Delivery

|
SectionVI. Schedule of Requirements Page39 of 109
Supply andDelivery of 126 Units BandNew 1,000 Gallons Capacity Firetrucfar the Bureau of Fire Protection National Headquarters {RAR))



Item Description Delivery Date

Warranty
1 Warranty for parts and labor as follows:
() Fire Pump-five (5) years
(i) Water Monitor—one (1) year
(iii) Firetruck- three (3) years or 200,000 km

mileage whichever comes first Warranty shall commence
24. | q All parts, services/labor and lubricants for preventiv from the issuance of
maintenance shall be freeaiarge for a period of twg  Certificate of Acceptance.
(2) years.
House to house repairs and maintenance shall be pro
by the supplier/ manufact

assignment for the duration of the warranty period.

Training for every delivery
A comprehensive thregay operational and maintenan As indicated in the
training shall be provided to at least two (2) personnel Technical Specifications of
truck recipient at the expense of the supplier/manufact BFP-NHQ (Annex 1)
Training Venue:National Fire Training Institute (NFTI
Camp Vicente Lim, Calamba, Laguna

25.

After Sales Service and Availability of Spare Parts
After Sales Service and Availability of Spare P4
Certificate issued in favor of BFRHQ which covers:

1 Availability of Spare Parts of the same or be
specifications for the next ten (10) years after
expiration of warranty period.

Supplier to provide technical personnel for after s

service andepairs as required by the BIRHQ.

To be conducted upon

26. Delivery

As one of documentary requirements for payment
applicable), submit certified true copy of pertinent
receipts and duties paid on the imported parts/equipl Documentary requirement
27. |pursuant to COA Memo ®& 90684 dated for Payment
Dec.05,1990/Administrative Order No. 200 dated N
20,1990. For locally purchased materials, the |
registered sales invoice of the seller is applicable.

The performance of the obligations under the Contract shall not go beyond the validity of the
appropriation for the Project.

| hereby certify to comply and deliver all the above requirements.

Name of Company/Bidder Signature Over Printed Name of Date
Representative
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Section VII. Technical Specifications

Bidders must state here either “Compl y” o]
t

r
Statement of Compliance” against each of he

Bl DDER®S STAT

SPECIFICATIONS OF COMPLIANCE

1. BFP-NHQ Technical Specification no. BFRC-2019
05 (As of 07 October 2019) pAnnex 1

2. BFP-NHQ Addendum peAnnex 2

3. BFP-NHQ Checklist for the Evaluation of Accredite(
Firetruck Service Center pAnnex 3

4. BFP-NHQ Visual Inspection Checklist p&nnex 4

5. BFP-NHQ Functional Test Checklist pAnnex 5

6. BFP-NHQ Documentary ChecklistPreDelivery per
Annex 6

7. BFP-NHQ Documentary ChecklistDelivery per
Annex 7

| hereby certify to comply and deliver all the above requirements.

Name of Company/Bidder Signature Over Printed Name of Date
Representative

L
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Annex 1 (Pagel of 19
TECHNICAL SPECIFICATIONS (Peg :

BFP TECHNICAL SPECIFICATIONS

Number: BFP-1C-2019-05
{As of Oclober /7, 2019)

TECHNICAL SPECIFICATIONS
FIRE TRUCK
(1,000 Gallons)

. General Description

The vehicle is a brand new lefl hand drive colored "FIRE
DEPARTMENT RED" designed and buill as a fire fruck, The fire truck shall
be composed of the standard provisions such as angine, cab and
chassis of reputable and well known international quality and standard
make or model, including walter lank, fire pump system with round the
pump foam proportioning system, foam tank, tirefighling equipment,
lools and accassories using appropriate fire sarvice  slandards
adaptable 1o Philippine conditions, Its engine shall be of diesel led type
with al least 240HP power rating, equipped with EGR (Exhaust Gas
Recirculation) system and Euro IV or Euro vV compliont. The waler fank
shall be made of non-conosive, non-toxic stainless sleal materals with o
minimum cerified storoge capacity of 1,000 galions and 200 gallons
foam lank. The superstucture of the vehicle, tha! Is, equipment
compartment, waler tank and fire pump compariment shall be in-
house production of the fre fruck  manufaciurer, Al body
compartments are cul and standardized by digital laser culting
machine. The fira pump shall be of cenlifugal typo, complying with
related EN/NFPA/IIS Standards, mounted on the rear potlion ol the
vehicle, powered by an engine via Powet Take-off (PTQ) having o
discharge capacily of not less than 750 gallons per minule (gpm)
approximalely 3000 liters per minule (Ipm) for normal pressure and 250
ters per minute (Ipm) for high pressure. The tanker pumper shall be
able 1o make a pump and roll application.

The apparatus shall be designed and construcled with due
consideration 1o the distibution of the load and the nature of mulli-
tasking functions during firelighting and related operations. providing
safety of the driver, crew chiel and nol less than four (4) crew ol all
fimes. I shall be best sulted for deployment to modearately denye
populated City/Municipality having unpaved roads. Its overall design
lealures shall follow the general requireaments of the fire service and
alse conform 1o applicable Philippine Land Transporlation standards
and requirements, All dimensions, sizes, gaugos. ratings and calibrations
shall follow  he Intemational System of Units (S1) measurement,

' ¥
A 4&" Page 1 of 19 i ¥
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Annex 1 (Page 2 of 19)
TECHNICAL SPECIFI CATIONS

Over-all design features shall be guided by EN or NFPA Standards
and manufactured according to International  Organization  for
Standardization (1SO) 2001,

Il. TECHNICAL SPECIFICATION
A. OVER-ALL DIMENSION OF THE FIRETRUCK

|. Length: nat more than 7, 800mm
2 Width: not more than 2,500mm (excluding side mimrors)
3. Height: not more than 3,500mm

B. ENGINE

1. Type
o. Diesel fed
b. Turbo charged In-line six (6] cylinders
¢. Direct Injection
. Cooling System: Water cooled
. Power Output: at least 240 horsepower
. Euro-IV or Euro V compliant
. Fquipped with EGR (Exhaust Gas Recirculation) System

GawN

C. CHASSIS

The chassis is 4 x 2. consisting of fwo {2) channels fastened
together by cross members and provided with supports prepared o
mount all vehicle components. Turbo charged diesel engine, manual
transmission with power take off (PTO) which aliows the pump drive to

engage.
. Frame
a.Type :"H" type and lodder frame with channel sectional
side roil and cross members.
b, Size - as per manutacturer's standard

The bumper shall be mounted 1o the front and rear of the frame
structure.

2. Gross Vehicular Weight Rating (GVWR): af least 16.000 kgs
3. Under Chassis
a.Steernng

|. Hondle position  : Left Hand Drive

Page 2 0of 19 ! h’ '*‘ ‘f)'
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Annex 1 (Page 3 of 19)
TECHNICAL SPECIFICATIONS

2. Type : Recirculafing ball with integral
power assisted by oil
3. Steering column  : Tilt and telescopic
b. Transmission and Clutch
. Manual
2. Speed : Six (6) forward and one (1) reverse
3. ClutchType :os per manufacturer's standard
c. Brake System

shall be equipped with Anti-Lock Brake System (ABS),

1. Service broke ¢ as  per manufacturer's
standard

2. Parking broke : as per manufacturer's standard

3. Auxiliory brake - a5 per manufocturer's standard

d, Wheel Configuration : 4x 2

e. Axles and Suspension

1. Front axies : as per monufacturer's standard
2. Front suspension  : as per manufacturer's standard
3. Rear axles - as per manufacturer's standard
4. Rear suspension  : as per manufocturer's standard

f. Wheels and Tires

|, Front . as per manufacturer's standard
2. Rear : as per manutfacturer's stondard
3. Disc Wheel - as per manufacturer's standard
4, Spare : Spare wheel equal to front

5. No, of wheel stud - as par manufacturer's standord

6. Tire Amangement and Accessories
a. front :Single
b. Rear ;Double

g. Tire Accessories

1, Flaps and Tubes (for all tire sets)
2. Mud guards (for all wheel)

i Front and Rear burmper as per manufacturer standards.
j. Front and Rear fowing eyes or hook
k. Rust proofing/Undercoating provided

+

lj "% Page 3 of 19 ?8 /s-
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Annex 1 (Page 4 of 19)
TECHNICAL SPECIFICATIONS

D. CABIN

1. Double cab
a. Two (2) persons in front cabin and four (4) persons in rear cabin,
b. The manufacturer has an option to separate the cabin into
independent fully enclosed drivers compariment and crew
compartment each to be served by a service door on both
sides. A separate crew compartment prohibifing direct voice
communication shall require a two-way voice Intercom system,

2. Adequately insulated against noise, vibration, and fropical
temperature range.

3. The cabin shall have o total of four (4) service doors, composed of
two {2) on each sides serving each row,

4. The doors of the cabin shall have wide opening angle. Each door
window shall be operated by electic or manual means.

5. Cab suspension & Tilt system: as per manufacturer's standard. In
case of independent cabin the driver's compartment shall only be
provided.

6. All steel welded construction with safety zone design.

7. Heavy duty rubber matting.

8. AM/FM Radic with extemal antenna.

9. UHF Digital Mobile Radio, 380-400 MHz frequency.

10.Three (3) units UHF portable radio. 380-400 Mhz frequency.

E. FUEL TANK
1. Capacity : = 200 liters
2. Material : Made of pressing steel
3. Cap - Equipped with key lock and impress with the words Diesel

fuel

F. POWER SUPPLY SYSTEM

|. Alternator . As per manufacturers standard
2. Bottery ©2 % 12V 100AH (minimum)
Page 4 of 19 f&
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Annex 1 (Page 5 of 19)
TECHNICAL SPECIFICATIONS

G. DRIVING CONSOLE
1. Switches/Control

I. As per manufacturer's stondord.

ii. Equipment compartment as per manufaciurer's
standard.

iii. Waming light

fv. Strobe Light

v. PTO Engage

2. Gauges as per manufacturer's standard.
3. Monitor Meters as per manufacturer's standard.
4. Lights, Indicator and Alarm.

i. Asper manufacturer's standord.

ii. Reverse Audible Alarm (external).

i. Open roller shutter indicator light.

H. GENERAL BUILT-UP BODY FEATURES

1. The apparatus body frame structure shall be made of aluminium
extrusion profile of marine grade constructed of info o
superstructure by means of bolfs and nuts or welding or
combination of both,

2. The apparatus body design shall be rugged with suitable
ventilation and good visibility to front, sides, and rear.

4. Panel of the supersiructure is made of dull finished gauge 18
aluminum connected to the superstructure frame by means of
metal glue or riveting or welding or bolts and nuts or any
combinations thereof,

4. All horizontal surface. steps and top deck, elc. shall be covered
with cheguered aluminum plotes that are slip resistant. The
roof/top deck of the superstructure and tank shall be provided
with non-skid aluminum plate having thickness nof less than 4.0
mm.

5. Access ladder and/or steps shall be mounted on the rear side of
the body.

6. The pump compariment shall be at the rear portion of the body.

7. The lockers on the Left Hand Side and Right Hand Side of the
body shall have roller shutters and/or doors that are lockable,

P
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Annex 1 (Page 6 of 19)
TECHNICAL SPECIFICATIONS

Suifable lockers having adequate volume or space shall be
fitted for keeping the equipment and accessories.

8. The roller shutter shall be constructed from aluminum extruded
slats which have g flexible seal between each slats for proper
sealing of the door. The roller shutter shall be equipped with a lift
bar style latch mechanism which will latch at the bottom of the
door mounfing extrusion. The roller shutter assembly shall be
furnished with a spring loaded. counter balance assembly to
assist in door actuation.

9. All lockers shall be properly illuminated.

10. All lockers shall be provided with 1/16 inch diameter drain holes
located at the bottom of each locker.,

I. METAL FINISHING, PAINTING, IDENTIFICATION AND MARKINGS
1. Preparation

Prior to painting, all weidment of the body, pump compartment
and piping shall be inspected and cleaned, to ensure removal of
any surface Imperfections and to ensure superior paint adhesions to
the metal.

All compartment un-welded seams exposed 10 high maisture
environments and all seams between adjoining pieces that are not
confinuously welded shall be sealed using permanent pliable
caulking prior to paint finish fo inhibit cofrosion.

The weldment shall then be primed with epoxy primer.
2, Painting

All painting shall be conducted in an atmosphere confrolied
spray booths.

The vehicle body. cab exleror, body compartment and all
exposed femrous metal surfaces shall be painted on polyurethane
painfing system using standard “fire Department Red" color
polyurethane paint.

A clear coot paint finish shall be provided for greater protection
on the quality of exterior paint finish.

*J
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Annex 1 (Page 7 of 19)
TECHNICAL SPECIFICATIONS

3. The rear portion of the vehicle shall have o Chevron patiemn
(standard Emergency Red and White refiectorized sticker slopping
downward at 45° angle):

4. All bright fittings shall be hard plated with chromium and surfaces
shall be "Dull Finished™,

5. Logos and markings shall be made of prismatic tope engineer
grade reflectorized sticker; and

4. Markings' design and location shall be subject to BFP approval.

J. WATER TANK

The water tank shall be fully protected within the superstructure of the
vehicle. It should be cradied, cushioned and spring-mounted.

1. Capacity - 1000 gallons capacity with provision for
expansion and moving water.

2. Material : Stainless steel 304

3. Thickness ;2 4mm (tank shell)

4. Mounting - Torsion free design on sirong rubber.

5. Manhole - 450 mm diometer (for top filling, maintenonce and
inspection)

6. Drain Outle! : Drain outlet shall be located behind fhe rear axie.

7. Piping . Overflow 3 Inch, water supply 2.5 inch, water

refilling

2 5inch. water suction 5inch, water drain 2 inch.
8. Baffle plate : Provided with baffle having 23mm thickness.
9 Detachable water tank equipped with a method for lifting or
removing the tank from the chassis.
10. Tank level gauge: Glass tube type or Electronic Type

K. FOAM TANK

The foam tank shall be fully protected within the superstructure of
the vehicle

1. Capacity: 200 liters

2. Material : Glass Reinforced Fiber (GRF) or Polypropylene Plastic (PP)

3. Thickness : émm for GRF or 12.5mm for PP

4. Manhole : 200 mm diameter (for top filing maintenance and
inspection)

Piping . os per rmanufacturer's standard

Tank level gauge : Glass tube type or Electronic Type

o »
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TECHNICAL SPECIFICATIONS

L. WATER MONITOR

1, BODY ’
a. The whee! operation type momnior is permanently mounted on
the top deck of the rear body.
. The v:fhcol and horizontal fravel is controlled by hand whesa!
' and worm gear drive. Inside located gear box profects gear
from dust and other dirty materials.
mMateara! : Costlron ) )
Movemeni : Verlical -40" up 10 480, Rotonon 360
. Conneclion
L Inlet 2.5 inch diometer
i, Outet: 2.5 inch diometer

QQO

Z NOIILE

Varioble
Luightweight ‘
Flow Rate ; 1900 L/min or 500 goks per min
Material | Aluminum
. Surtace : Block hord onod(i::’g" 3
ion : 2.5inch (fem eq
g Sd?r:nnﬁanhgﬁooIMQ range : §0m horizontal, 24m vertical

TP anTo

M. FIRE PUMP

pump engagement control shall be located inside the cab provided
with appropriate warning lights and label.

1. 150 Certified Manutocturer of Fire Pume

2. Type: Cenfrifugal, two (2] stoge.

3 h,y&oximum discharge: Low pressure 3,000L/min &10 bar
' High pressure 250L/min & 40 bor

4. Matenai
! - Corosion-resistant anocized
e aluminum ©f bxonze of stainiess
steel

i i ? tainless steel
b. High-pressure impeller: bronze ors -
c Lo%-;:ssure impeller : cluminum or bronze of stainiess sieel

\ ller shaft : Stainless steel
2: ;:gfei seal Maintenance-iree mechanical seal
S. Dave

' : i (PTO)
o. Full cluich independent Power Take-Off [P
b. Sandwich type {between the chasss. engine and the

t &
| _Af- Page 8of 19 f?)
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TECHNICAL SPECIFICATIONS

transmission).
c. Pneumatic driving mode by means of the electric solenoid
valve.

6. Design Features

a.Meefs EN 1028 or NFPA or JIS standards. Cerlificate of
compliance to be issued by an ISO 17025 certified Third Party
testing faciiity.

. Designed to pump both high and low pressure simultaneously.

. Lightweight, corrosion-resistant construction

. Automatic piston primer

. Eosily accessible high pressure strainer
Built-in high pressure relief valve

. Automatic thermal relief vaive

o000

7. Warranty: Five (5] years wamanty
N. FOAM PROPORTIONER
1. Proportional Type: Round the pump proportioning system
2. Foam Mixing Ratio ; Preset positions for 1%, 3%and 6% foom
proportioning

O. PIPE WORKS

All pipe works and valves shall be manufactured from stainless
steel grade 304,

All pipes shall be designed to enable vaives and components to
be removed without having to detach other components and/or pipe
work.

All valves within the system are of the quarter fumn lype.

P. HOSE REEL

The one (1) unit hose reel should be mounted inside the body at
the rear portion of the vehicle

1. Type - Blectiic rewind and manual override
2. Hose : Non-collapsible rubber multi-lined ply.
3. Hose bore/length : 25mm/30Meters.

4. Pressure rating : 40 bar.

5. Nozzle : Easy turn of fog ond straight stream

p
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TECHNICAL SPECIFICATIONS

Q. PNEUMATIC SERVICES PANEL

A service panel shall be located in the pump compartment,
suitably marked and labeled including filters, air driers. lubricators and
valves.

Valves shall be activated by o pneumatic solenold type switch.
In case of fallure, valves shall be manually operated. All pneumatic
piping should be nylon type and color coded.

R. CONTROL DEVICES
1. Control Panel Cab

In addition 1o the standard motor vehicie switches, gauges and
monitors, the following shall also be provided:

a. Warning Light switch

b. Fire Pump PTO and Lamp

c. Water tank Main Valve Switch and Lamp
d. Working Light Switch

e. Siren Control Switch and Microphone

2. Control Ponei-Fire Pump Compartment

. Tachometer/Hour metar
. Indicator Lamp (high pressure)
Indicator Lamp [(low pressure)
. Indicator Lamp (main valve)
. Indicator Lamp (PTO|
Compound Gauge
Normal Pressure Gauge
High Pressure Gauge
Tank Level Display (water)
Tank Level Display (foam)
Cooling Valve
Main Volve Switch
.RPM Up Switch
RPM Down Switch
Deck Light Switch
Compartmen! Light Switch
. Pressure Direction (high/low lever)

gVOoD3TAFTTIETOANT0

3. Control Valves

a. Water Tank Main Valve - 5 inch pneumalic type
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b. Water Fller Valve with Screen Mesh Strainer - 2.5inch, ball
type
c. Water Discharge Valve - 2.5 inch, non-return type
d. Water Supplier Valve with Screen Mesh Strainer - 2.5 inch,
ball
type
e. Suction Inlet Valve with Screen Mesh Strainer — 4 inch, disc
type
i Hose Connection Valve - 2.5 inch, ball type
g. Water Tank Drain Valve - 2inch, ball type
h. Pump Low Pressure Drain Valve - % inch. ball type
i, Pump High Pressure Drain Valve - inch, ball type
|. Monitor Discharge Vaive - 2.5 inch, ball type
k. Foam Tank Valve - | inch, ball type
I. Foam Main Valve - 1 inch, ball type
m. Foam Control Valve
n. Foam Proportioning Valve
0. Foam Eductor
p. Foam Eductor Drain Valve - % inch, ball type

S. ELECTRIC LIGHTS AND WARNING DEVICES

2 A o L b

Main Flashing LED Lights = 1 unit

Body (side ond rear) Flashing LED Lights - 6 units
External Working Lights = 2 units

Locker LED Lights - Each locker

Electric Motor Siren ~ 1 unit

Public Address System- 1 unit

T. MIRRORS AND OPTICAL REFLECTORS

ol Sl O e

Sicle Mirror = 1 pair

Driver's Compartment Rear View Miror-1 sel
Front Bumper Mirror - | set

Side Optical Miror - | set

Front Opfical Reflectors - 1 pair

Rear Optical Reflectors— 1 paoir

U. FIRE FIGHTING EQUIPMENT

.

[y A

Hose 2.5 inch x 50 feet (400 psl service pressure, double jackeal,
maie and female swivel connector) = é rolls

Hose 1.5 inch x 50 feet (400 psi service pressure, double jocket,
male and female swivel connector) — 10 rolls

suctlon hose — 4 Inch x 2.5M - 4 units

suction Hose (First and second strainer) = 1 unit

Wye connection 24" to 1'4" -2 pcs

Page 11 of 19
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1 4" Hose Wrench — | unit

2 4" Hose Wrench - | unit

Pistol Type Nozzle (1 % inch, capable of straight stream and fog

spray pattem stream at the same fime) - 2 units

9. Pistol Type Nozzle (2 % inch, capable of straight stream and fog
spray pattem stream at the same fime ) - 1 unit

10.Extension Ladder - 1 unit

11, Axe - | unit Flathead axe and | unit pick head axe

12.Pike Pole - 1 unit

13. Traffic Cone - 6 pcs

14.Bolt Cutter - 1 unit

15, Hammer -1 unit

16. Wheel Block - 2 units

0N O

V. TOOLS (1 SET)

Qil Jack- 207 capacity

Spare Tire Hondle

Plier sel

Wrench Monkey

Open wrench

Tool Bog

One (1) set Combination Wrenches
Ratchels and accessanas

. Screw Driver sets

10, Auto LED work lights and Flashlights
11.Wheel Nut Wrench aond Handle

CENOGAWN

111, TESTING AND ACCEPTANCE REQUIREMENTS
The BFP shall undertake inspections and tests af no extra cost onits part.

1. Visual Inspection as per specifications.
2. Functionality Test

a. Gross Vehicle Weight Rating (GVWR] Validation Test

The Fire truck shall be subjected to validation of its GVWR
when it is fully equipped and loaded with complele crew on
board at the BFP's designated weighing facility. All completed
vehicles for delivery shall be tested for octual paylood weighing
and shall not exceed the cerfified GVWR os pre-requisite to the
conduc! of road performance fest.
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b. Road Performance Test based on NFPA 1901 Standards:

The vehicle shall be equipped and loaded during test
conducted on dry, paved roads thot are in good condition. The
test shall have the following performance requirements ot the BFP
designated testing venue:

I. The vehicle shall be able to attain minimum top speed
of 80 kph on a level road

ii. The vehicle shall be able to mainiain a speed of 32 kph
on any grade up fo and including é percent (2.70
degree - slope): and

iil. The service brakes shall bring the fully loaded apparatus
to a complete stop from an initial speed of 32 kph in
distance no! exceeding 10,700 mm by actual
measurement, on a hard, level surface road that is free
of loose material, oll or grease.

¢. Roof Monitor [Turret) Horzontal Test of thirty degrees (30°) angle
with a distance throw of not less than sixty meters (60 m).

d. Fire Pump Priming Performance Validation Test should be:
i. At three (3) meters: <15 seconds
i, At six (6) meters <30 seconds

1V. ACCEPTANCE/DELIVERY
1. Pre-Delivery Requirements:

1.1 Within two (2) months upon receipt of the Notice of Proceed.
approval of prototype model shall be undertaken by a
Commitiee designoted by the Head of Procuring Enfity (HoPE) for
the purpose of validating all previously submitted documents in
the post-qualifications related to the fire truck design features.
Any deviafion or variation sholl be o ground for possible rejection
unless otherwise properly corrected. Failure to comect the
deviations or variations noted within fifteen (15} calendar days
will result to the canceliation of the contract. The said inspection
shall be conducted at the manufacturer's facliity ot the expense
of the supplier.

1.2 The manufacturer shall moke available to fhe Committee all
designs, plons. specifications and other docurents of all fire
trucks and its components as well as its equipment, instruments
and facilities to etfectively conduct the inspection and testing of
the prototype as to its operational capability.

¥ "
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1.2.1 Cerlification from the cab and chassis manufacturer,
authorizing the Fire Truck Manufacturer to use its cab and
chassis for purposes of firetruck manufacturing.

1.2.2 Certification from the cab and chassis manufacturer that
the fire fruck manufacturer has complied with all the
requirements and guidelines for fitting the superstructure
is strictly followed.

1.2.3 Confirmalion and/or cerfification from the fire pump
manufaciurer that the fire truck manufacturer has
complied all the requirements and guidelines for fitting
the fire pump is strictly followed.

2. Delivery Requirements
2.1 Prototype Model

The profotype model approved by the Committee designated
by Head of Procuring Enfity (HOPE) in accordance with Item v, of
this technical specification, shall form part of the delivery and shall
be retained by the BFP for purposes of validation of fire trucks fo be
delivered.

2.2 Physical Inventory and Inspection

Upon nofice of delivery, the Inspection and Acceptance
Committee (IAC) shall conduct physical inventory and inspection of
all delivered fire trucks with their components, standard accessories.
devices. tools and auxiliary equipment as identified in the Delivery
Receipt (DR) or listing and cross reference with  fechnical
specification,

Any detects or deficiency noted in part or any particular
components, standard accessories, devices, tools and auxiliary
equipment shall be properly corected.

2.3 Delivery Place

All firetrucks shall be delivered to National Fire Training Institute
(NFTI). Camp Vicente Lim, Calamba, Laguna.

2.4 Delivery Period

All firetrucks shall be delivered one (1) year offer the approval of
the prototype model.
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V. WARRANTY

1. Al equipment/apparatus/devices made os component of the
firetruck shall have a warranty of at least three (3) years or 200.000
km mieage whichever comes first, issued by the source-
manufaciurer,

N

. All parts, services/labor and lubricants for preventive maintenance
sholl be free of charge for a petiod of two (2] years.

3, House 1o house repairs and maintenance shall be provided by the
supplier/manufacturer to the place of fire truck's assignment during
the duration of the warranty period.

V1. INSURANCE AND REGISTRATION

If the goods to be delivered is from withou! the Philippines, the
consignee thereof must be the winning bidder ond not the BFP.  Moreover.
the winning bidder must be responsible for the registration and insurance of
the said goods under the name of the Bureau of Fire Protection (BFP) at its
axpense, particulary describe as follows!

1. Free three (3] years comprehensive insurance with Acls of God
(AOG) and TPL from Govemment Service Insurance System
(GSIS).

2. free three (3) years LTO Registration for govemment vehicle "Red
Plate".

VII. TRAINING

A comprehensive three - day operational and maintenance training
shall be provided to at least two (2] personnel per fruck recipient al the
expense of the supplier/manufacturer.

Training Venue: National Fire Training Institute (NFT1). Camp Vicenie
Lim, Calamba, Laguna.

VIll. OTHER REQUIREMENTS TO BE SUBMITTED
A. During Submission and Opening of Bids

1. Cerification from the local tire supplier that the said adopted
brand, model type and size of lire is available locally,

2. Guarantee/cerlification from the exclusive distributor/assembler
in the Philippines of the brand of the engine. cab and chassis of
the firetruck being offered, to ensure availability of supplies, parts

{
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and accessores for at least ten (10) yeors ofter the expiration of
the wamanty period.

3. Cedification that the spare parts for the engine, cab and chassis
had been availoble, sold and distributed in the Philippine market
for the last fifteen (15) years immediately preceding the
submission and opening of bids. The certification shall be issued
by the exclusive distributor/assembler in the Philippines of the
brond of the engine, cab and chassis of the firefruck being
offered.

4. A cerlification from the bidder that it has at least cne (1)
established/authorized and/for accredited service cenfer that
has available in-house trained service ond repair fechnicians
locally with training cerfificates to provide immediate support in
case of immediate repair of the chassis, engine. body and fire
pump of the fire fruck in the following regions of the country,
Regions 1, 2.3, 4A, 5. 6, 7. 8,9, 10. 11, 12, Caraga and NCR. For
this purpose, the bidder should attached the following:

a. List of service center in the regions stated above with
corresponding address, contact person, and contact
number (mobile and/or landline number); and

b. Ust of service and repalr technicians of the cab and
chassis, engine, body and fire pump.

5. Cerfification from the bidder that they had been engoged in the
manufacturing/assembly/and/or sale and supply of fire frucks
and/or rescue truck vehicle in the Philippines for at least fifteen
(15) years immediately preceding the submission and opening of
bids.

4. Certification thot the brand of the engine, cab and chassis of
the firetruck being offered have been available and sold in the
Philppine market for at least fifteen (15) years immedialely
preceding the submission and opening of bids. The cerfification
shall be Issued by the exclusive distibutor/assembler in the
Philippines of the brand of the engine, cab ond chassis of the
firetruck being offered. For this purpose. prool of appoaintment
as exclusive distributor/assembler from the brand owner shall be
submitted and atfached to the cerfification herein mentioned.

7. The bidder shall submit the following latest documents for
Cenfrifugal Pump Test Report, to wit:

a. Centrifugal Pump Performance Test.
b. Centrifugal Pump Hydrostatic Test Report.
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8. Certification from the pump manufacturer that the fire pump of
the firetruck being offered by the bidder has been available in
the Philippine market for the last fifteen (15) years immediately
preceding the submission and opening of bids or the fire pump
should be Underwriters Laboratories (UL) listed or European Norms
(EN) approved or Nafional Fre Protection Agency (NFPA) or
Japan Industrial Stondard (JiS) approved.

9. The bidder shall submit a single line diagram showing the PTO
system.

10. A certfification from the engine manufacturer that the engine is
Euro IV or Euro V compliant,

11. Product Brochures in English language must be submitted for the
following:
i. Engine
ii, Cab and Chassis
jii. Fire Pump
iv. Water Monitor

12. 150 cerfification of the fire tfruck manufacturer.

B. During Post-Qualification

1. Design, plans and specifications
2. Supporting documents of the list of service centers to wit:
a. Coniract between the bidder and the service center
b. SEC or DTl Registration
c. Mayor's / Business Permit
d. Latest Tax Clearance Issued by BIR-CED or Certification of
tax clearance / Cerlification of No Tax Delinguency
issued by the concemed RDO.

Note: Actual inspection will be conducted to all service
centers listed. The service center must be at leost
equipped with the necessary equipment / tools as stated
in the Checkiist for evaluation of Service Center herelo
attached as Annex "A".

3, Training certificates of the service ond repair technicions of
the cab and chassis, engine, body and fire pump.

4. List of clients with its comresponding address for within at least
fiteen (15) years immediately preceding the submission and
opening of bids as supporting document to the requirement in
ltem VILA.S of this technical specification,
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5. Certificate of compliance with standards from UL or EN or
NFPA or JIS issued by an ISO 17025 cerfified third party testing
facility, os supporting documents to ltem VIILA.8 of this
technical specification. However, the bidder is no longer
required to submit the said certificate, if during the opening of
bids, they already submitted a Cerlificate from the pump
manufacturer that the fire pump of the firetruck being offered
has been availabie in the Philippine market for the last fifteen
(15) years immediately preceding the submission and opening
of bids.

C. During Delivery & Acceptance

1, Firefighfing equipment listed in Item ILU of this technical
specification.

2. Tools listed in Item 1.V of this technical specification.

3. Cerfification from the cab and chassis manufocturer
authorizing the fire truck manufacturer to use its cab and
chassis for purposes of firefruck manufacturing.

4. Certification from the cab and chassis manufacturer that the
fire fruck manufacturer has complied with all the requirements
and guidelines for fitling the superstructure is strictly followed.

5. Confirmation and/or Cerfification from the fire pump
manufacturer that the fire truck manufacturer has complied
all the requirements and guidelines for fitting the fire pump is
strictly followed,

6. Submit list of the following items for verfication during the
delivery and acceptance, to wit:

Engine Number

Chassis Number

Order slip from the engine, cab and chassis

Firetruck Manufacturer

Country of Origin

®ango

7. The bidider shall submit two (2) copies of the following!
a. Cab and Chassis Owner's manual
b. Equipment Manual
¢. Maintenance Manual
d. Spare parts manual
e. Operational manual
a, fire truck
b, Fire pump
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IX. AMENDMENT/REVISION
Revisions or amendments of this Terms of Reference or specifications
shall be made accordingly upon determination of the need for revision or
whenever necessary upon recommendation of the Technical Committee
and approval of the Chief, BFP.
X. EFFECTIVITY
This Terms of Reference/Technical Specification shall take effect
immediately.

Prepared by:

BFP TECHNICAL COMMITTEE

SSUPT JERRY ) CANDIDO

Cha n
CINSP CINSP GERARD A VENEZUELA
Vice Men 'ber

SINSP JUN JEN P NOVELA smsr(tg;@‘ N JUGUETA
Mamber Mverx}ber
/((g =2 Mhot?

FOZAICHIto B Hagupit FO2 Mark/ahgelo B Nastor
Member ([ Member

APPROVED/DISAPPROVED
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